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NOTE! AMPLITUDE 
WILL VARY. WITH 
veo oUTPUT. 


* SEE TABLE BELOW 


1. All resistors are rated at 1/4-watt and have a tolerance of 
5% unless otherwise noted. Resistor values are in ohms (k 
= 1000, M = 1,000,000) 


2 Capacitor values less than 1 are in F (microfarads). Values 
greater than 1 aro in pF (picofarads) unless otherwise noted. 


This symbol indicates a circuit board ground. 
This symbol indicates a chassis ground. 


2 
th 


5. © _ Tis symbol indicates a wire connection to the 
circuit board. 


~<&— This symbol indicates a plug. 


©) _Tis symbol indicates a DC voltage taken from 
the point indicated to chassis ground. 


[2] Rea imba indicates 2 DC votage takon trom 
the point indicated to chassis ground with the 
Marker pushbutton depressed (on). 


‘The oscilloscope Time Base was set for 50 ms to obtain 
the indicated wavetorms. The actual frequency will vary with 
the swoop control setting. : 


NOTE: AMPLITUDE WiLL 
NARY WITH INPUT SIGNAL. 


SCHEMATIC OF THE 
HEATHKIT® 
PAN ADAPTOR MODULE 
MODEL HOA-5404-1 


NOTE: AMPLITUDE vaLL. 
VARY WITH INPUT SIGNAL. 


ras Nasesteal %XCUT FOIL AND INSTALL 120KA. RESISTOR 
STATON MONITOR TO REVERSE SCREEN DISPLAY ACTION. 
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NOTE: AMPLITUDE 
WILL VARY. WITH 
veo oUTPUT. 


Qa 
417-169, 


Pi 
CENTER 


SEE TABLE BELOW 


3.305 MHz IF 
“GIMMICK 


e336] 10009F pF. 

caa7| 01 pF 1000 pF 

essa] —. 33 pF - 
c341| 100 pF 22 oF 

e342 AT pe 22 pF 

344 80 pF = 

¢34s] 100 pF 3 pF 

ya01] 9.306 MHz | 8.690 MHz 


L303 
T301 


‘as- 48-825 


62-108 


Raw 
4700 


Q303 


To HO-s404 
STATON MONITOR 


tev 


£ zone, £ 100 KHZ, 
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NOTE: AMPLITUDE YUL 
VARY WITH INPUT SIGNAL. 
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